
 
 
 
 
 
 
 
 
 
Service Solution (SS-0310) 
 
Product: SSS 301-Button Style Chair integrated with a slide lever style seat. 
 
Object: Mounting the adapter plate to the 301 Seat (Slide Lock Style) for installation on this seat to the 
button style mechanism.  
 
 
Tools:     Phillips Head Screwdriver, 7/16 inch wrench, Supplemental engineering drawing., call RGP at 
800-522-9695 for a copy of the drawing. 
 
Parts:     Steel pre drilled Plate, (2) ¼-20 X ½” screws, (2) M6 X 30 Phillip head screws, (2) M6 X 50 
Phillip head screws. 
 
Time: Procedure time approximately 30 minutes 
 
 
Procedures: 
 

1. Remove and discard the existing seat and hardware. 
 
2. Mount the aluminum plate to the mechanism framework (front) of the chair using View 1 as a 

guide. 
 

3.  Install ¼-20 X ½” Phillips head screws in Hole E with the threads facing upwards. Install the lock 
nuts and hand tighten only.  

 
4. After placing a protective covering on the table, place the new seat on the table with the back 

facing the edge of the table and the bottom facing up. Check orientation using View 2 as a guide. 
 

5. Place the mechanism with the plate, on top of the seat. Back of mechanism (upright) towards back 
of the seat. 

 
6. Align the front holes in plate (F View1) with front holes of seat (A View 2) and install 2 M6 X50 

screws. Hand Tighten only. 
 
7.  Align Back slot (D View 3) of mechanism with rear seat holes (A View 2). 

 
8. Insert M6 X 30 screws-Hand Tighten only. 
 
9. Tighten all Seat screws at this time 

 
10. Tighten the two bolts on the plate. 

 
11. Place chair in its upright position on the floor and make necessary adjustments for height and tilt 

as required.  
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